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LEGAL NOTICE
Specifications are subject
to change without notice .

Operation characteristics HE-IR40 HF-IR60 HE-IR80 HP-IR150 HP-IR300

Laser size / Weight A-Type / 20kg B-Type / 20kg A-Type / 20kg D-Type / 40kg O n request

Power supply size / Weight 19 inch rack - 5U / 25kg O n request

C ooling type Wa ter 5l / min , 3 bars be tween 18° C  and 30° C O n request

Power C onsump tion 500W 1000W 1000W 1500W 3000W

Power requirement 90 ˜ 240 V A C  / 50-60H z 180 ˜ 240 V A C  / 50-60H z

Laser characteristics HE-IR40 HF-IR60 HE-IR80 HP-IR150 HP-IR300

Average power > 40W @ 50kH z > 60W @ 100kH z > 80W @ 100kH z >150W @ 100kH z >300W @ 100kH z

Repe tition ra te 10 to 50kH z 20 to 300kH z 10 to 100kH z 20 to 300kH z 20 to 600kH z

Energy per pulse U p to 2 .0mJ U p to 0 .8mJ U p to 2 .0mJ U p to 1 .5mJ U p to 3 .0mJ

Pulse wid th 10ns @ 20kH z 15ns @ 100kH z 10ns @ 40kH z 15ns @ 100kH z 15ns @ 100kH z

B eam quality M² < 2 .0 M² < 1 .3 M² < 2 .5 M² < 1 .5 M² < 1 .5

B eam diame ter (1/e² , mm) 2 .0mm 2 .0mm 2 .0mm 1 .5mm 1 .5mm

B eam divergence (FA , mrad) 1 .3mrad 0 .8mrad 1 .6mrad 1 .0mrad 1 .0mrad

Polariza tion > 98 % linear > 98 % linear > 98 % linear > 98 % linear mixed

B eam pointing stability < 10 µrad

Pulse to pulse stability < 2 % RMS

BOREAS
HIGH POWER SHORT PULSE FIBER LASER

IR 1030 nm
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BOREAS HF-IR60 1030nm
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BOREAS HP-IR150 1030nm


